MAGNETOMETERS

20-0-20 & 10-0-10 & 2-0-2

Precision Pocket Magnetometer
For the measurement of Residual DC Fields
+ or -20Gauss, +or —10 Gauss and + or — 2Gauss

Now in smart robust case as standard!
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To check residual magnetism, place marked
M.‘O’MMMI\I\MN‘“IW.M
the black scale, shows magnetic field strength
In area of the instrument staff.

CAUTION - Keep away from demagnetizers

or other intense magnetic fields.

POCKET MAGNETOMETER features: -

Dimensions - 63mm Diameter 34mm Deep (Gauge Only).
Precision Instrument supplied in robust water proof and dust proof case
Accurate to within 3% of full scale. +10 to —10 gauss or +20 to — 20 gauss (pictured) + to -2gauss
Weight 75 grams
Supplied Calibrated and Traceable to National Standards
Easy to read and use
Field measurements are taken by placing the arrow on the face adjacent to the object in question.
Ideal for confirming demagnetisation processes are satisfactory.
Extensively used in NDT throughout Government and Military bodies world-wide.
Re-calibration service available.
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Johnson and Allen Ltd. offer an extensive range of NDT accessories and equipment. o) A\
Please contact us for your requirements of Equipment or Consumables. / @“,....m..,,,,? \
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The only Magnetometer with a Fluorescent

Background making for easy reading in UV MPI
Booths! (20-0-20) Model only

Johnson and Allen Ltd, NeoCol Wks, Smithfield, Shef field, S3 7AR.
Tel +44 (0)114 2738066 Fax +44 (0)114 2729842.

e-mail info@johnsonandallen.co.uk
www.johnsonandallen.co.uk




